Getting Started with the Baozam Cloud

Step 1 - Create a New Baozam Cloud Account
1. Go to baozam.net in your web browser.
2. Click on “Create new account” on the login page.
3. Follow the on-screen instructions to complete the registration form.
+ Enter your email address and create a secure password.
+ Confirm your password and agree to the Terms of Service.
4. After submitting the form, check your email inbox for a verification link
and click it to activate your account.
5. For each company, please create only one account that will be used
by everyone in your team.

+ Multiple users can work simultaneously under the same company
account.

Thank you for using Baozam
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Step 2 - Log In and Link Your Account

1.  After your account has been successfully created, log in to Baozam
Cloud using the email and password you registered.

2. Once logged in, please send us the following information:

. Your account name (the name you entered during registration)

+  The email address you used to register

3. After receiving this information, our team will automatically assign all
your devices to your Baozam Cloud database under your account.


https://baozam.net

Step 3 - Personal Settings

1. After logging into your Baozam Cloud account, you will see several icons
in the top right corner of the workspace — Personal Settings and Logout.

2. Click on the Personal Settings icon.

3. In this section, you can:

. Change the language of the interface.

. Set your time zone according to your location.

. Update or change your password if necessary.

4. Please do not change any other settings in this section to
ensure proper system functionality.

x @

« C 2 baozam.net/index.php?action=dashboard.view

Dashboard |«

Last 20 issues

e shown  Updated: 13:50:01

Updated: 13:50:01

Step 4 - Viewing and Searching Your Devices
1. Inthe top menu, open the Inventory tab and select Hosts.
. Here you can see the database of all devices assigned to your account.
2. To quickly find a specific device, open the Configuration tab and click

+  You will see a filter bar that helps you search for devices either:

. by their original serial number, or

. by a custom name you have assigned (for example, Installation New
York HM).

3. This search function allows you to easily locate any electronic device in
your company’s database, regardless of whether it’s identified by serial number or
a renamed project name.
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Step 5 - Renaming a Device
1. To change the name of a device, go to the Configuration = Hosts tab
and click on the specific device you want to edit.
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2. Inthe first line, you will see the field Host name.
3. Enter the new name according to your preference, but please always

keep the device serial number in the name.
. Example: NewYork HM SN: 33-00
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4. After editing the name, scroll down to the bottom of the page and click
Update to save your changes.

Step 6 — Working with the Device (Tuner Mode)
1. To start working on a specific device, click the “Tuner” button
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2. Wait a few seconds until the device status changes to Online.
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3. Inthe tuner interface, all green fields are active — they allow you to
modify values or parameters.

. Each green field represents an adjustable setting.

. When you hover your mouse over a green field, a small information

window will appear showing what that function controls and which parameters
can be adjusted.
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- After changing any value, always press Enter to confirm the change.

4. All blue fields are read-only — they display live parameters and
measurement data from the device.

. To read a specific value, click on the blue field you want to monitor.
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Always save the current settings after finishing any work on the
electronics. Click Settings in the top right corner, then select Save.



